Universal Outdoor Unit Inverter Error Codes

Error Code = 101
Explanation and Checking points = Indoor unit communication error — check wiring

Error Code = 102
Explanation and Checking points = Indoor/outdoor unit communication time our error

Error Code = 201
Explanation and Checking points = Indoor unit is not connected

Error Code = 203
Explanation and Checking points = Communication error between outdoor main PCB and Inverter

Error Code = 121
Explanation and Checking points = Indoor temp. sensor (open/short) — chﬁk and replaced if required

Error Code = 122
Explanation and Checking points = Indoor unit pipe in sensor (open/short) — check and replaced if required

Error Code = 128
Explanation and Checking points = Indoor unit pipe in sensor separation

Error Code = 221
Explanation and Checking points = Outdoor temp. sensor error (open/short) — check and replaced if required

Error Code = 237
Explanation and Checking points = COND temp. sensor error (open/short) — check and replaced if required

Error Code = 260
Explanation and Checking points = Inverter compressor discharge temp. sensor error (open/short)

Error Code = 153
Explanation and Checking points = Indoor float switch error

Error Code = 460
Explanation and Checking points = Outdoor unit-indoor unit communication error

Error Code = 554
Explanation and Checking points = Outdoor unit refrigerant leakage (gas leak)






